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Hett h BUforq, GA 3(_)518 SLIDING DOOR HARDWARE
ICN  echnical Hotiine: (800) 277-2222 Capacity: Up to 225 Ibs, 325 Ibs per door
*Minimum headroom distance from header to top of door: 3-1/4" *Vertical adjustment available: 1/2”
1 . Drill two 1/2" diameter holes, 3/4” deep on center of door, /
4" to 6" from either side. (See A) &

On center line of door thickness, cut a continuous 1/4” wide
by 9/16" deep slot in bottom of door for door guide.

Slide carriers on to track, opening in carrier housing facing you. Mount track to holder
. using #12 x 1-1/4" RHW.S. supplied.

3 Screw the 3/8” pendant bolts into top plates
. allowing bolts to project approximately 1/4"
below the plates. Place top plates on door with

bottom of bolt inserted into the hole. Fasten
plates to door using #12 x 1—1/4" R.H.W.S.

supplied (See B and C).

C

Also applies to two wheel carrier

4‘ . FOR SINGLE OR 4 . FOR BYPASSING DOORS ONLY
BI—PARTING DOORS ONLY (4 wheel carrier is shown. Instructions pertain to
2 wheels carriers as well)
A. Mount floor guide partly inside or as close as to the door pocket A. Lift door and insert bolt heads into carrier opening. Bottom

as is convenient for fastening to floor. Align with track and fasten of door should clear floor by at least 3/16". This dimension

with (4) #6 x 3/4" screws provided (See D). can be adjusted by turning the center nut on the pendant bolt.

Lift door placing saw cut in the bottom over the floor guide track.
Insert bolt heads into carrier opening b. After bottom clearance is approved (and harizontal adjustment
Bottom of door should clear fastening made, if required), tighten lock nuts against carriers and top
flange of floor guide. This height can plates.

be adjusted by turning the center nut

on the pendant bolt.

B. After bottom clearance is approved
(and horizontal adjustment made
if required), tighten locking nuts

D against carriers and top plates.

Slide closest door to jamb. Place one—half of floor guide into the
slot at the bottom of the door. Fasten with 2—#6 x 3/4" F.HW.S.
provided (See D).

Slide the same door to the opposite jamb and fasten the other
end of the floor guide with 2—#6 x 3/4” F.HW.S. Repeat the
procedure with the second door.
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