
DP4SN3 - black - negroDP4SNG - gray - grisDP4SNB - beige - beige

DP5SN3 - black - negroDP5SNG - gray - grisDP5SNB - beige - beige

PUSH with adjustment
Single adapter with lateral and 
depth adjustment including 
release device (latch).
Without assembly stop tabs.

PUSH con regulación 
Adaptador simple con regulación
frontal y pulsador.		
Sin tope de montaje.

PUSH with adjustment
Double adapter with lateral 
and depth adjustment including 
release device (latch).
Without assembly stop tabs.

PUSH con regulación 
Adaptador doble con regulación
frontal y pulsador.		
Sin tope de montaje.

Technical information on the adjustable Push
The adjustable Push consists of a release device (latch) and a 
screw-fixed adapter which has been developed to improve the locating 
action of the system. It now has a depth adjustment series of -1 mm 
to + 2.5 mm which is controlled by a small adjuster screw located 
at the back of the adapter. In addition, the adapter has a lateral 
adjustment of ± 2 mm series. This is achieved by loosening the two 
fixing screws and adjusting the position of the adapter using the 
elongated holes. Finally, the screws must be retightened.

Informaciones técnicas relativas al PUSH regulable.
El Push regulable compuesto de pulsador y adaptador de atornillar 
ha sido estudiado para resolver los problemas de enganche entre 
pulsador y freno. Para regularlo frontalmente (desde -1 hasta + 2.5 mm) 
es necesario actuar sobre la rueda pequeña colocada detrás 
del adaptador. Aflojando los dos tornillos de fijación es posible regular 
el Push lateralmente de ± 2 mm. Los agujeros ovales permiten el 
desplazamiento del adaptador en los dos sentidos. Una vez terminada 
la operación, los tornillos tienen que ser nuevamente apretados.

PUSH Insertion tool for retaining catch.
Salice America offers a 26 mm drill bit - TDB5726R.

PUSH Llave para freno
Salice America ofrece un puntero de 26 mm para perforaciones – 
TDB5726R.

DP50SNO Oseries insertion tool for aligning 
the retaining catch DP29SNX.

Llave de color naranja para 
regular la posición del freno 
DP29SNX.

Packing - 300
Embalaje - 300

Packing - 150
Embalaje - 150

Push
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